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FB 20/6048

FB 20/2422 FB 20/3028

MIGUTEC
JOINT COVERS FOR EXPANSION JOINTS
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FB 20
FOR PRECAST CONSTRUCTION AND FAIR-FACED IN-SITU CONCRETE

High quality EPDM material
Hard wearing, temperature resistant (-30°C to +120°C)

Easy installation, secure fixing and good surface pressure
by special design of the side barbs

High durability
due to excellent permanent elasticity of EPDM material

Excellent sound and thermal insulation
due to speciall cellular design of the expansion joint

Expansion joint 
cover

Joint width 
required 

 
bs
[mm]

Total movement 

[mm]

Joint depth 

 
h2
[mm]

FB 20/1518 10 6 25

FB 20/1820 12 6 25

FB 20/2122 15 7 30

FB 20/2422 18 7 30

FB 20/3028 20 12 35

FB 20/4030 28 14 45

FB 20/5038 35 20 55

FB 20/6048 45 20 65

Production length: 20 m
Standard colors: black, grey
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CP 50/25
FOR PRECAST CONSTRUCTION AND FAIR-FACED IN-SITU CONCRETE

Application for suspended ceilings

Simple handling
Perfect combination of rigid edges and flexible concertina-
part

Easy application
Light weight allows fast overhead installation

Expansion joint 
cover

Total 
movement

∆bf
[mm]

Visible  
width

bs
[mm]

Joint width 
total

bt
[mm]

Joint 
height 

h 
[mm]

CP 25/25 50 (± 25) 25 50 25

CP 50/25 70 (± 35) 50 75 25

Visible width of expansion joint depends on ceiling construction.
Production length: 4 m
Standard colour: Beige.



79

27

20

30

35

35

35

15

45

35

28

55

45

38

FAE 15/3035

38

35

28

28

25

49

45

38

28

36

FA 15/4535
Material: PVC
Joint width max.: 20 mm

FAE 15/3035 (for corner joints)
Material: PVC
Joint width max.: 20 mm

FA 15/5538
Material: PVC
Joint width max.: 25 mm

FAE 15/3638 (for corner joints)
Material: PVC
Joint width max.: 25 mm

FA 135/20
Material: PVC
Joint width max.: 8 mm

FAE 135/21 (for corner joints)
Joint width max.: 8 mm

FA 135/35
Material: PVC
Joint width max.: 10 mm

MIGUTEC
JOINT COVERS FOR EXPANSION JOINTS

1

1

FA 15 / FA 135
SPECIAL EXPANSION JOINTS FOR SEALING JOINTS  
(NOT SUITABLE FOR EXPANSION JOINT)

Special PVC
Long wearing, weather resistant, temperature resistant 
(-30°C bis +120°C), extensively resistant to oils, acids and 
bitumen.

Standard version Joint width max. 

 
bf
[mm]

Joint width 
total

bt
[mm]

Corner version Joint width max. 

 
bf
[mm]

Joint width 
total

bt
[mm]

FA 15/4535 20 45 FAE 15/3035 20 38

FA 15/5538 25 55 FAE 15/3638 25 49

FA 135/20 8 27 FAE 135/21 8 30

FA 135/35 10 35

Please always test the suitability by conducting a test installation. These expansion joint covers must be glued in the joint to perform. 
Further special expansion joint covers on request.
Production length: 4 m
Standard colors: grey
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MIGUTEC 
JOINT COVERS FOR EXPANSION JOINTS

WALL CONNECTIONS
CORNER VERSIONS

These corner versions are available just as well for: FK, FKN, FT, FTN, FG, FNG et 55

A chart containing all precise dimensions is available for download on www.migua.com

Expansion  
joint cover

E1 E3 E4

bt bs bfmax hE h2 bt bsbs bfmax hEhE bt bs bfmax hE h2

FL 21 / FLG 21 – – – – – 53 23 21 32 53 23 21 54 40

FLK 21 / FLT 21 – – – – – 53 21 21 32 53 21 21 54 37/35

FV 35 / FG 35 87 34 40 55 40 74 37 28 32 74 36 28 55 40

FK 35 / FT 35 87 32 40 55 37/35 74 35 28 32 74 34 28 55 37/35

FV 41 / FG 41 92 39 46 55 40 79 42 33 32 79 41 33 55 40

FP 55 / FPG 55 113 50 63 55 40 104 56 54 35 101 53 51 62 44

FK 55 113 44 63 55 37 104 50 54 35 101 47 51 62 41

FP 55-4S 122 59 72 55 40 113 65 63 35 110 62 60 62 44

FP 55 MS-4S 122 60 72 55 39 113 66 63 35 110 63 60 62 43

FP 65 145 60 71 55 40 136 66 63 45 134 64 60 70 45

FP 65 NI 145 61 71 55 39 136 67 63 45 134 65 60 70 44

FGH 65 – – – – – 134 67 60 37 136 71 64 81 44

FP 85 – – – – – 155 85 81 45 153 83 79 70 45

FP 105 – – – – – 182 112 108 45 180 110 106 70 45

ES 20 / ESG 20 – – – – – 70 22 20 35 70 22 20 75 40

ES 33 / ESG 33 – – – – – 73 35 33 35 73 35 33 75 40

ES 39 / ESG 39 – – – – – 78 40 38 35 78 40 38 75 40

ES 60 / ESG 60 – – – – – 108 62 58 32 109 63 59 75 43

FN 20 / FNG 20 – – – – – * * * * 61 61 23 55 40

FKN 20 / FTN 20 – – – – – * * * * 61 21 23 55 37/35

FN 35 / FNG 35 87 72 49 55 40 * * * * 75 75 37 55 40

FKN 35 / FTN 35 87 32 49 55 37/35 * * * * 75 34 37 55 37/35

FN 41 / FNG 41 92 77 54 55 40 * * * * 80 80 42 55 40

FN 50 / FNG 50 122 107 62 55 40 * * * * 110 110 50 62 44

FKN 50 122 44 62 55 37 * * * * 110 47 50 62 41

FN 58 131 116 71 55 40 * * * * 119 119 59 62 44

FN 65 155 140 82 55 40 * * * * 145 145 74 71 45

FN 85 – – – – – * * * * 164 164 93 71 45

FN 110 – – – – – – – – – 192 192 75 70 43

* after consultation
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MIGUTEC 
JOINT COVERS FOR EXPANSION JOINTS

FL 21, FV 35, FV 41,  
ES 20, ES 33, ES 39, ES 60 
FP 55, FP 55 4S, FP 55 MS/NI,  
FP 65, FP 85, FP 105

FN 20, FN 35, FN 41, FN 50,  
FN 58, FN 65, FN 85

E1

E3 E4

E4

E1

WALL CONNECTIONS
CORNER VERSIONS

These wall connection versions are also available for the products lines: FK, FKN, FT, FTN, FG, FNG et FPG 55
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MIGUTEC 
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MOULDED PARTS 
EXAMPLES
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MIGUTEC 
JOINT COVERS FOR EXPANSION JOINTS

LEGAL NOTES

All specifications in this catalogue, in particular the 
suggestions for processing and use of our prod-
ucts correspond to our current knowledge state. 
Despite the greatest possible care, we are not able 
to guarantee that the non-binding information is 
without errors.

Further, the installation details shown in this 
catalogue are theoretical in nature and do not rep-
resent real objects. We reserve the right to make 
technical changes.

The current version requested from us or down-
loaded from www.migua.com applies.

The texts and images are subject to copyright.
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