
Datum 21. January 2026 Datei MIGUA MIGUTRANS EN 2

Kunde MIGUA Format B210 x 297 mm + 3 mm

Ansprechpartner Brit Maas Druck 4C
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MIGUTRANS 
HEAVY-DUTY ALL-METAL JOINT SOLUTIONS 
FOR LARGE TRAFFIC LOADS
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FS 255 / FS 295 / FS 410
FOR FLOORS WITH SMALL INSTALLATION HEIGHTS

Removable
without destruction of the adjacent floor

Symmetrical visible surface has no gaps
avoids dirt accumulation

Extremely flat, fixing without arms
ideal for redevelopment, refurbishment, renovation

Articulated telescoping system
absorbs movement in 3 directions

Solid all-metal expansion joint
hard wearing, maintenance-free, long lasting
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Expansion joint 
cover

Joint width 
max.

Total  
movement

Visible width Total width Joint height Load bearing 
capacity 
 

Load bearing 
capacity 
 

Load bearing 
capacity 
 

bf
[mm]

∆bf
[mm]

bs 
[mm]

bt
[mm]

h 
[mm] [kN] [kN]

solid plastic 
tyres 
[kg/mm]

FS 255/30 50 60 (±30) 253 253 30 600 130 15

FS 295/30 90 60 (±30) 293 293 30 600 130 15

FS 410/30 205 60 (±30) 410 410 30 300 70 15

Production length: 3 m
Standard colour: Aluminium, FS 410: Aluminium anodized.
We recommend using MULTI-MONTI-plus F A4 7.5 stainless steel countersunk screws, available from us, for fastening. The screw length 
depends on the structural conditions.


